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NOTES FOR TEMPORARY TRAFFIC SIGNALS

ALL CONTROL EQUIPMENT INCLUDING EMERGENCY PRE-EMPTIGN AND COMMUNICATION DEVICES FOR THE
TEMPORARY TRAFFIC SIGNAL(S) SHALL BE FURNISHED BY THE CONTRACTOR.

ONLY CONTROLLERS SUPPLIED BY ONE OF THE DISTRICT ADPRO\.’ED CLOSE:) LGOP EQUIPMENT MANUFACTURERS
WiLL BE APPR VED OR USE AT TE\IIPORARY SIGNAL LOCATIONS. CONTROLLERS USED FOR TEMPCRARY
TRAFFIC SIGNALS SHALL B ACTUATED NEMA M‘CROPROCESSOR BASED WITH RS232 DAT/\ E‘\ITRY PORTS
COMPATIBLE WITH FX STiNG MONITOPIN" SOFTWARE APPROVED BY IDOT DISTRICT 1, INSTALLED A

NEMA TS2 CABINET. ONLY ONE BRAND OF CONTROL..ER WILL BE ACCEPTED FOR ANY ONE \J‘l\”RACT

TRAFFIC SIGNAL SECTIONS AND PEDESTR AN SIGMNAL SECTIONS SHALL BE LED AND 1277 (300mmi DIAMETER.
N THE TEMPORARY TRAFFIC SIGNAL PLAN CR AS DIRECTED BY THE
B0 LS PEDESTRIAN SIGI\éALC% WAIS;IH

INTDOW: LL 8E USED W HE E
DIRECTED 8Y THE ENGINEER. COUNTDOWN TYPE PEDESTRIAN SIGNA{_S ARE NOT TO 8E INSTALLED AT A RAILROAD
INTERSECTION. THE CONTRACTQOR_SHALL FURNISH ENOUGH CABLE SLACK TO RELGCATE HEADS TO ANY PCSITIGN
ON THE SPAN WIRE OR AT LOCATIONS ILLUSTRATED ON THE PLANS FOR CONSTRUCTION STAGING, THE TEMPORARY
TRAFFIC SIGNAL SHALL REMAIN IN OPERATION DURING ALL SIGNAL HEAD RELUCATIONS. TACH TEMPORARY TRAFFIC
SIGNAL HEAD SHALL HAVE ITS OWN CABLE FROM THE CONTROLLER CABINET TO THE SIGNAL HEAD.

ALL EXISTING STREET NAME AND INTERSECTION REGULATORY SIGNS SHALL BE REMOVED FROM EXISTING POLES,
RELOCATED AND SECURELY FASTENED TO THE SPAN WIRE OR WOOD POLE AS DIRECTED BY THE ENGINEER.

ANY _TEMPORARY SIGNAL WITAIN AN EXISTING CLOSED LOOP TRAFFIC SIGNAL SYSTEM SHALL BE INTERCONNECTED
TO THAT SYSTEM USING SIMILAR BRAND CONTROL EQUIPMENT.

THE _TEMPORARY TRAFFIC bxu[\AL SHALL HAVE THE SIGNAL hLAD DISWLAYS S; NAL HEAD PLACEMENTS AND
CONTROLLER PHASING MATCH THE EXISTING TRAFFIC SIGNAL, THE TiM THE TURN ON, IF NO
TRAFFIC STAGING IS IN PLACE OR WILL NOT B* STAGED ON THF DAY OF TF- TURN ON

UNINTERRUPTIBLE POWER SUPPLY (UPS) SYSTEMS SHALL BE INSTALLED AND MADE OPERATIONAL AT TEMPORARY

TRAFFIC SIGNA: INSTALLATION WRERE UPS IS INSTALLED AT THE EXISTING TRAFFIC SIGNAL, TEZMPORARY TRAFFIC

SIGNALS AT RAILRCAD INTERSECTIONS, AND TEMPORARY TRAFFIC SIGNALS AT I\JF RSECTIONS WiTH FIRE STATION
ACTUATED EMERGENCY VERICLE P?E EMPTION, OR WHEN INDICATED ON THE PL

DIRECTED BY THE ENGINEER. REQUIRED EQUIPMENT SHALL BE AS SHOWN ON THE PLANS AND_THE CONTRACTOR
SHALL PLACE THE EQUIPMENT IN OPERATION TO THE SATISFACTIGN OF THE ENGINEER AND THE AGENCY
RESPONSIBLE FOR THE TRAFFIC SIGNAL MANAGEMENT SYSTEM.

DETECTION AT TEMPORARY TRAFFIC SIGNALS SHALL BE INCLUDED FOR ALL APPRCACHES 0F THE INTERSECTION
UNLESS INDICATED OTHERWISE ON THE PLANS. THE DETECTION SYSTEM MUST MEET THE SPECIFICATIONS OF
?II'ISET}EK‘CINEEARNJ THZ CONTRACTOR SHALL PLACE THE DETECTORS INTO OPZRATION TO THE SATISFACTION OF

10. ALt TEMPORARY TRAFFIC SIGNALS SHALL MEET ToE LATEST ITE LED TRAFFIC SIGNAL STANDARDS.

CONSTRUCTION NOTES:

(O LANE CONFIGURATIGN DEPICTED ON THIS PLAN IS FOR STAGE 3. /

{2 TEMPORARY WOODEN POLE WILL BE THE SAME LOCATION AS PREVIOUS STAGE.

{3 ADDITIONAL VIDEOQ CAMERA ADDED FOR FLEXIBILITY. CONTRACTOR TO USE THE
ONE THAT PROVIDES THE BEST VISIBILITV.
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